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An important component of the total production costs of forged parts are the costs for finish turning. During the last few years near-net- 
shape technology has been advanced, so that the realizable accuracy by chipless forming has been enhanced and cutting operations are 
necessary at connection surfaces. This can lead to discontinuous cutting processes caused by the varying depth of cut or interrupted cut. 
Results obtained from turning tests with continuous cutting cannot be used as a base for the machining of those forged parts. For a 
reduction of production costs of near-net-shape forged parts further inuestigations on machinab~lity are necessary by adapted testing 
methods. 

1 INTRODUCTION 

Steel is still one of the most important materials for 
high quality products. A growth in using improved 
steels with special demands on their critical levels of 
strength or toughness, as well as their formability and 
machinability, can be observed. 

Production costs of forged parts mainly consist of the 
cost for material, for chipless forming and cutting oper- 
ations. Figure 1 shows three typical drop-forged parts 
which are used for automobile engines or drives: 
steering-knuckle arm, steering swivel and riding bed. 
Machining costs by turning, milling and drilling are 
high and make 45-75 per cent of the whole manufac- 
turing cost depending on the particular part. It is 
obvious that the machinability of the workpiece has 
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great potential for possible cost reduction, this means 
decreasing wear and preventing the tool from early frac- 
ture. However, machining forged parts leads to difficult 
cutting conditions with changing depth of cut or inter- 
rupted cut. These heavy conditions cannot be compared 
with results obtained by continuous turning processes; 
therefore, an adapted testing method is necessary to 
simulate the changing depth of cut and interrupted cut 
when turning. 

In this paper some testing methods and results are 
reviewed that are achieved by turning a Ck 45 steel (BS 
060 A 47) with a higher sulphur content of 0.056 per 
cent and controlled cooling from the forging tem- 
perature. 

2 INFLUENCES ON THE MACHINABILITY OF 
FORGED STEELS 

Regarding the whole production process of forging, 
there are several factors that influence machinability : 

Riding bed (fork-truck) 

Date Feb '89 

30 Mn 5V workpiece 

20 kg Finished pan 
24 kg Forging 

Production costs of typical drop-forged parts 
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Flank wear lana 

Plane P ,  

KB = Crater width 
KM = Crater centre distance 
KT = Crater depth 

Fig. 2 Types of wear on turning tools (10) 

the control of the melting process, the chemical treat- 
ment and deoxidation of the steel, the control of the 
deformation process and the heat treatment. 

Among the chemical treatments, the sulphur content 
is one important method of increasing machinability. 

The positive effect follows from the creation of MnS, 
which leads to higher ductility and better friction condi- 
tions between chip and tool (1). The addition of special 
deoxidation agents such as CaS or FeS lead to a wear- 
protective layer when using carbide or ceramic cutting 
tools (2-5). The aim of the process development in heat 
treatment leads to simplified heat treatment methods 
like fully heat treating or controlled cooling, especially 
for new micro-alloyed steels with vanadium, where a 
cooling rate must be chosen which creates a ferritic- 
pearlitic microstructure for good machinability. This so- 
called BY treatment is a controlled cooling from the 
forging temperature (6-8). 

The different possibilities for further development of 
engineering steels described above may lead to new 
workpiece materials in many cases, which in interacting 
with an appropriate tool material, result in better 
machinability (9). 

A further influence on the machinability of forged 
engineering steels originates from the varying material 
quality and the changing workpiece geometry at the 
outer surface. The finishing operation by turning, 
mainly the tool wear, is strongly affected by workpiece 
deviations. Figure 2 shows some typical types of wear at 
a turning tool according to I S 0  3685 (10). The main 
problems when machining the outer surface of a forged 
workpiece are caused by changing the depth of cut (see 
Figs. 3,4) and interrupted cut (Fig. 4). In a running pro- 
duction line these problems compel a reduction of feed- 
rate and cutting speed, so that the main machining time 
is prolonged and the manufacturing costs, that directly 
depend on the cutting time, increase. 

Fig. 3 Crankshaft before and after turning operations 

3 CHANGING DEPTH OF CUT 

Lange and Kemna (11) realized several years ago that 
the specific geometrical and material properties of 
forged parts cause difficulties in machining processes. A 
list of mistakes which can be made during the forging Fig. 4 Wheelhub before and after turning operations 
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process itemizes distinct cases and provides suggestions 
for overcoming the problems. Workpiece geometry is an 
important factor according to Lange (12, 13). Residual 
flash leads to impact loads on the tool which is a prob- 
able reason for tool breakage. He therefore recommends 
an adaptation of the direction of the workpiece revol- 
ution to the direction of residual flash to avoid a sudden 
increase of the depth of cut during the turning process. 
Geometrical deviations additionally lead to eccentricity 
and non-circular machined surfaces. Patzke and Tons- 
hoff et al. (14, 15) showed that geometrical deviations 
cause higher tool wear during turning due to the chang- 
ing depth of cut. Possible reasons can be found in 
adhesion- and exfoliation-mechanisms, which become 
more important during discontinuous cutting in com- 
parison to continuous cutting. 

To investigate the influence of geometrical deviations 
of forged parts on the machinability of different work- 
piece shapes, variations were simulated on rolled shafts 
with a diameter of 80 mm (Fig. 5). Before beginning the 
machinability tests, the geometrical deviations were pre- 
pared by milling. Eccentricity and outside slice showed 
good accordance with the geometry of forged parts. 
Because of the high costs of preparing workpieces for 
residual flash and mismatch, no exact imitation of 
forged parts could be realized. However, the conditions 
for engagement and disengagement of the tool were in 
accordance with real parts. 

Machining the workable material Ck 45 + S BY (BS 
060 A 47 with higher sulphur content, which was con- 
trolled cooled) with Tic-coated carbide of I S 0  grade 
P25 gave the following results. In comparison with con- 
tinuous cutting, the carbide tool used showed a charac- 

Deviations at 
forged parts 

Simulation 
during testing 

Outside slice 

Mismatch 

Fig. 5 Simulation of different kinds of deviation at cylindric 
forged parts 

teristic wear type in alternating depth of cut. This wear 
type occurred after a very short cutting time, and was 
mainly found at the tool surface. Figure 6 shows scan- 
ning electron micrographs of worn carbide tools, which 
were used for turning the workpieces described above. 
The depth of cut varied between 1 and 3 mm. It is 
obvious that differences in the type and amount of wear 
occurred depending on the alteration of the depth of 
cut. Only within the first millimetres-from the tool 

Workpiece material Ck 45 + S BY 
Cutting speed if, = 200 mimin 
Feed rate f = 0.33 mm 
Depth of cut op = 1-3 mm 
Cutting time 1, = 10 min 
Tool material HM P25C 

0 IMechE 1991 

Fig. 6 Scanning electron micrographs of worn carbide tools in dependence 
on the kind of deviation 
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radius-did the usual wear occur, comparable with con- 
tinuous cutting processes. In the region of discontin- 
uous cut the wear grew rapidly and after a few minutes 
the coating at the tool face spalls off. Then the crater 
wear grew until it reached the cutting edge and a rapid 
flank wear increase followed. 

The influence of the value of changing depth of cut 
was examined by different deviations of 1, 1.5 and 2 
mm. A summary of the appearing maximum width of 
flank wear land VBBmax and crater ratio K (this is the 
crater depth K T  devided by crater centre distance K M )  
is shown in Fig. 7 and 8. The cutting time was 7.5 min. 
It can be seen that the type and the amount of changing 
depth of cut did not strongly affect the flank wear, as 
long as there was no damage to the tool edge. Crater 
wear, however, was significantly accelerated by chang- 
ing the depth of cut in comparison to continuous 
cutting. The wear directly depends on the kind of 
changing depth of cut as well as the value of deviation 

(1, 1.5, 2 mm). The crater ratio increased particularly in 
turning the outside slice, residual flash and incoming 
mismatch. A doubled value of deviation from 1 to 2 mm 
led to a 100 per cent higher crater ratio. 

The observed wear at the cutting tool when turning 
with changing depth of cut can be traced back to the 
mechnisms adhesion as well as mechanical and thermo- 
mechanical surface fatigue. 

4 INTERRUPTED CUT DURING TURNING 

Machining operations in interrupted turning processes 
generally encompass different conditions in comparison 
to those of continuous turning. These are essentially 
characterized by : 

(a) tool entry into the workpiece; 
(b) tool exit from the workpiece; 
(c) cyclic thermal and mechanical loading and 

unloading. 

Workpiece material Ck 45 + S BY 
Cutting \peed rL = 2 0 0  mlmin 
Feedrdte f = 0.33 mni 

un = 1-3 niin 

o'6 
Value of deviation (mm) 
a2 0 1 . 5  El 1 

0.5 Depth ufcut  

0,4L 0.3 

I ,  = 7 5 min 
HM PZSC 

GEG d 1.2 mm 

Type of deviation 

Fig. 7 Width of flank wear land after machining shafts with different deviations 
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Workpiece material Ck 45 + S BY 

Feedrate f = 0.33 mm 
Depth o l  cut u p  = 1-3 mm 
Cutting time 1, = 7 S rnin 
Tool material H M  PZSC 

~ Cutting speed vc  = 200 mlmm 
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Fig. 8 Crater ration after machining shafts with different deviations 
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Examination of the work from various authors 
(1621) shows the connection between tool life entry/ 
exit conditions for milling operations. For a long time 
there was no extensive research of the cyclic change of 
the tool temperature load, although Okushima and 
Hoshi (22) theoretically proved the influence of the 
cutting-time ratio on the temperature distribution 
inside a carbide tool using a single-dimensional model. 
Yellowly and Barrow (23) made an analysis of the 
thermal strain produced in the peripheral milling 
process and found that the range of thermal strain and 
also the number of cycles of thermal strain have con- 
siderable influence on tooth life. Orady and Tlusty (24) 
stated, when using a high-speed steel milling cutter, that 
the ranges of temperature are independent of the ratio 
of in-cut/out-of-cut periods. But it was only proved at 
two contact rates HE = 25 per cent and HE = 50 per 
cent. Experimental investigations when milling with 
oxide ceramic lead to cutting temperatures between 
650°C and 730°C before cooling down to ambient tem- 
perature (25). 

The interrupted cut during turning was investigated 
only with regard to a sudden tool breakage to test the 
toughness of the tool material (2629), but the influence 
of different contact rates of workpiece material to be cut 
during one revolution at ambient were not examined. 
The first experiments changing the contact rate by Ton- 
shoff, Kaestner and Patzke (30, 31) show the influence 
on tool life with a maximum tool life existing in the 
region of a contact rate of HE = 20-40 per cent. 

The experimental results described in the following 
were realized with an especially constructed device 
shown in Fig. 9. It allows variation of contact rate HE 
over a wide range by clamping different numbers of 
workpieces into the testing device. The characteristic 
quantity of the cutting edge contact rate, HE, is worked 
out during one revolution by 

x 100% =&  100% 
tpi 

where tci is the material cutting time, toi is the air 
cutting time and tpi the process time. 

The workpiece material machined was a Ck 45 + S 
BY (BS 060 A 47 with higher sulphur content). The 
main pearlite structure is surrounded with ferrite (15-20 
per cent), which causes a relative high hardness of 214 
HB. The tool material was an uncoated carbide of I S 0  
grade P25 and the tests were carried out with constant 
depth of cut (ap = 2.5 mm) and variable feed rate 
cf= 0.1W.315 mm) and contact rate (HE = 5-65 per 
cent). 

The critical points of mechanical load are the tool 
entry and exit, where forces increase or decrease rapidly. 
The mechanical load at the cutting edge depends in a 
specific way on the initial contact between tool and 
workpiece. Figure 10 shows the contact parallelogram 
STUV after Kronenberg (32). A't each corner of the par- 
allelogram an initial contact is possible and depends on 
the combination of workpiece and tool geometry. 
Linear contact on one connection line of the four 
corners is also possible, but seldomly occurs. The worst 
impact type is S-contact, because the whole mechanical 
load is concentrated on the most sensitive part of a 
tool-the cutting edge. To prevent this undesirable situ- 
ation, a tool geometry was chosen that led to the more 
stable T-contact. With increasing feedrate the force 
components exerted by the tool increase and challenge 
the toughness of the tool material. The dependence 
between tool wear and the cutting time is shown in Fig. 
11. With increasing feedrate early tool breakage 
occurred above a distinct value. The toughness of the 
tool material was insufficient to withstand the rapidly 
rising forces. 

Mechanical loads are not the only reason for tool 
failure. Together with the mechanical load, thermal 
loads with alternating heating and cooling cycles occur. 
After a short machining time these loads can lead to 
thermally induced cracks on the tool surface perpen- 
dicular to the tool face which additionally weaken the 
tool (Fig. 12). Although the width of flank wear land 
VB,  is not too large and is far from a critical value 
(about 8G100 pm), the combination of thermal and 
mechanical loads quickly leads to tool failure during 
machining. 

Heating and cooling cycles during turning with inter- 
rupted cutting affect the tool life of an uncoated carbide 

HE 

View 
A-B 

Fig. 9 Experimental device for interrupted turning 
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Fig. 10 Contact zone between workpiece and tool Fig. 10 Contact zone between workpiece and tool 
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Fig. 12 Scanning electron micrographs showing crack formation during 
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in a specific way. The simulation is realized by clamping 
different numbers of plates into the testing device. With 
a cutting speed of 200 m/min the following times during 
one cycle can be realized: 

Number of Contact rate, HE Heating time, t ,  Cooling time, tCi 
plates % ms ms 

~~~ ~ ~~~ 

1 5 15 285 
2 11 15 135 
3 16 15 85 
4 21 15 50 
6 31 15 35 

12 62 15 10 

Figure 13 shows the results of such cutting tests on a 
normalized Ck 45 N. With increased cutting edge 
contact rate HE, the tool life rises to a maximum, to fall 
to lower values with a further increase of HE. Scanning 
electron micrographs give clues about the existing 
loads. At a low contact rate the cooling time was long 
in comparison to the heating time, so that the tem- 
perature change on the tool surface was very intense, 
which led to thermal cracks on the tool surface. These 
were long, narrow and deep, and weakened the cutting 
tool significantly. With increased contact rate the 
cooling time decreased until the heating time was longer 
than the cooling time (tCi = 15 and 10 ms). This may 

lead to a relatively low temperature change cycle and 
cause less cracks or no cracks at all on the tool surface*. 

5 CONCLUSIONS 
This paper gives results about the machinability of 
forged steels in discontinuous cutting processes. The 
main problems were caused by changing the depth of 
cut or interrupted cut, leading to heavy cutting condi- 
tions. The tool material had to withstand extreme 
changes in mechanical and thermal loads. Experiments 
were carried out by turning a Ck 45 steel (BS 060 A 47) 
with higher sulphur content which was controlled 
cooled from the forging temperature. Geometrical 
workpiece deviations led to higher tool wear in com- 
parison to continuous turning processes. During inter- 
rupted turning thermally induced cracks were formed 
on the tool surface, which weakened the tool. These 
occurred only in the case of the short cutting edge 
contact rate, when longer cooling times of the tool 
surface arose. Therefore it was necessary to avoid short 
contacts between tool and workpiece followed by longer 
cooling times, where the significant roll of cooling for 
the tool became evident. If this was not possible one 

Latest investigations about the real temperature at the tool surface of a 
carbide show that the temperature cycle is higher at low contact rate 
(A0 = 500°C) and lower at greater wntact rate (up to A0 = 400°C). The lowest 
time before a reentry into the workpiea was measured with 0 = 76°C at H, = 
5% and 0 = 410°C at H, = 62%. 

Cutting edge-contact rate HE 

Fig. 13 Tool life and scanning electron micrographs showing dependence on 
contact rate 
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had to observe the tool insert carefully to judge the time 
when the tool was weakened so much that sudden 
failure occurred. 
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